TS15A TOTAL

Datos dimensionales (Pulgadas)
Dimensional data (Inches)

MEDIDA
EDIDA A D E L
No. +0.002 MIN +0.015 +0.015

16 1.000 1.750 1.500 1.500
18 1.125 1.875 1.625 1.562
20 1250 2.000 1.750 1.688
22 1375 2125 1875 1.750
24 1500 2312 2.062 1.750
26 1625 2500 2.250 1.750
28 1.7/50 2.625 2.375 1.750

. 30 1.875 2.750 2.500 1.875
‘/ 32 2.000 2937 2.687 1.938
R 34 2125 3125 2875 2.063
36 2250 3.250 3.000 2.063
38 2375 3375 3.125 2.250
40 2500 3.500 3.250 2.250
o 42 2,625 3.750 3.437 2.313
44 2750 3.875 3.562 2.313

46  2.875 4.000 3.687 2.563
NDICIONES DE OPERACION | OPERATION CONDITION
?/::Ioc':ag H:sta : 600 RI(:’I: Sgeed Upoto g?(:ﬂ RI:’)Ms 25 B s S 357S 750
| . y . y
Presion: 150 PSI (10.6Kg/cm?) | Pressure: 150 PSI (10.6Kg/cm?) 20N P el e, 162l 750

*Temperatura: -57°C ~ 316°C | *Temperature: -57°C ~ 316°C . 00

*Depende del material del elastomero  * Depends on elastomer material 54 3.375 4.687 4.312° 2.750
56 3.500 4.812 4437 2.750

58 3.625 4.937 4.562 3.000
60 3.750 5.062 4.687 3.250
62 3.875 5.187 4.812 3.500
64 4.000 5312 4937 3.625

Partes Metalicas: Acero inoxidable 316

Metal Parts: 316 Stainless Steel L

Resorte: Acero inoxidable 316 7 /& N
Spring: 316 Stainless Steel ;

Cara: Carbdn Grafito, Carburo de Silicio, |

Carburo de Tungsteno
Rotary Face: Graphite, Silicon Carbide, TIPO15C
Tungsten Carbide

Empaque: NBR (Nitrilo®), FKM (Vitéon®), CR < wo
(Neopreno®), E.P.R (EPDM), Kalrez (FFKM), LLEAAN N NES)
Aflas (TFE/P), Creavey (PTFE/FKM) y Silicon (VMQ)
Bellow: NBR (Nitrile), FKM (Viton®), CR
(Neopreno®), E.P.R (EPDM), Kalrez (FFKM),

Aflas (TFE/P), Creavey (PTFE/FKM) y Silicon (VMQ)

Asiento: Ceramica, Carburo de Silicio, Carburo de
Tungsteno, Acero Inoxidable, Ni-Resist. ﬁ\
Seat: Ceramic, Silicon Carbide, Tungsten Carbide,

Stainless Steel, Ni- Resist.

En caso de tener alguna pregunta sobre los materiales y/o I you have any questions about the materials and/or

medidas, favor de contactarnos a ventas@totalseals.com.mx measurements, please contact us at sales@totalseals.com



