TSBUOG TOTAL

Datos dimensionales (Milimetros)
Dimensional data (Millimeters)

A B C E L M N

#005 005 £005 MAX. %05 £05 012
10 192 1565 200 169 5.0 6.6

12 216 175 220 174 50 56
14 246 205 240 174 50 56
16 280 220 260 195 65 7.5
18 300 240 310 205 65 80
20 350 295 340 220 65 7.5
22 350 295 360 235 65 7.5
24 380 320 380 250 65 7.5
25 380 320 39.0 265 65 7.5
26 400 340 40.0 265 65 8.0
28 420 360 420 265 65 9.0
30 450 392 440 250 65 105
32 480 422 460 285 65 105
35 520 462 490 285 65 11.0
38 550 492 540 322 65 103
40 580 522 560 347 65 10.8
42 620 533 580 37.3 80 120

CONDICIONES DE OPERACION | OPERATION CONDITIONS

Velocidad: Hasta 3,600 R.P.M. | Velocity: Up to 3,600 R.P.M. 45 640 553 61.0 392 80 11.6
Presion: 145 PSI (10 Kg/cm?) | Pressure: 145 PSI (10Kg/cm?) 48 684 597 640 447 80 11.6
*Temperatura: -57 °C ~204°C | *Temperature: -57 °C ~ 204 °C 50 693 608 660 457 80 116
*Depende del material del elastomero  * Depends on elastomer material 55 754 665 710 490 8.0 13.3
58 784 695 780 520 80 133
Partes Metalicas: Acero Inoxidable 316 60 804 715 79.0 550 80 133
Metal Parts: 316 Stainless Steel 65 854 765 850 543 80 13.0
68 915 827 88.0 553 80 137
Resorte: Acero inoxidable 304, 316 70 920 83.0 90.0 563 80 13.0
Spring: 304, 316 Stainless Steel 75 99.0 90.2 98.0 56.3 80 14.0
80 104.0 952 103.0 59.3 8.0 15.0
Cara: Carbdn Grafito N
Rotary Face: Graphite M

——————

Empaque: NBR (Nitrilo®), FKM (Viton®), EPR (EPDM) ]
Bellow: NBR (Nitrile), FKM (Viton®), EPR (EPDM)

Asiento: Acero Inoxidable 316, Carburo de Silicio
Seat: 316 Stainless Steel, Silicon Carbide m| O < \ L

Se ofrece como estandar con estacionaria tipo G4 y resorte A
derecho.
Also available with stationary type G4 and right spring. i

L

En caso de tener alguna pregunta sobre los materiales y/o ' If you have any questions about the materials and/or

medidas, favor de contactarnos a ventas@totalseals.com.mx measurements, please contact us at sales@totalseals.com




